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TECHNICAL DATA
SHEET

ECOTECNORAT

Bait station with 1 transparent side and safety key

CHARACTERISTICS

INVERTED T BAIT STATION WITH SAFETY KEY AND INTERNAL CONTAINER FOR EASY
INSERTION AND EXTRACTION OF BAITS, HALF GRAY, TRANSPARENT HALF IDEAL FOR
HACCP ENVIRONMENTS. ECOTECNORAT IS A PRACTICAL BAIT STATION THAT CAN BE USED
AS A DISPENSER OF PARAFFINED BAITS IN BLOCKS AND OF FRESH PASTA MOUTHPIECES.

TECHNICAL DATA
SECURITY LOCK WITH KEY

INTERNAL TUBE FOR BAIT HOLDER WITH FINAL DIVIDER FOR LURE STOP TO PREVENT THE
OUTLET OF THE SAME

RESISTANT TO ATMOSPHERIC AGENTS

DIMENSIONS: CM 24.50 (L) X 26.50 (H)

ENTRY HOLE DIAMETER: @6 CM

COLOR: HALF GRAY, HALF TRANSPARENT.

Target pest: mice and rats.

METHOD OF USE

BUILT IN STURDY PLASTIC MATERIAL, IT CAN BE USED IN INTERNAL AND EXTERNAL
ENVIRONMENTS FOR THE CONTROL OF RODENTS.

THE SMALL DIMENSIONS AND THE PARTICULAR INVERTED T SHAPE, ALLOW THE
POSITIONING OF THE DISPENSER ALONG THE WALLS, METALLIC NETS AND VERTICAL
STRUCTURES IN ORDER TO CREATE BAIT POINTS THAT SHOW A MINIMUM VISUAL IMPACT
AND TAKE UP REDUCED SPACES.

THE STATIONS MUST BE CREATED IN THE IMMEDIATE VICINITY OF THE PASSAGE ROUTES
AND ON THE SIDE OF THE ENTRANCES OF BUILDINGS, THUS CREATING AN EXTERNAL
PERIPHERAL BARRIER AROUND THE ENVIRONMENT TO BE PROTECTED.

Packaging: PACK OF 24 PCS, WITH OR WITHOUT WALL HOOK.



